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CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 12 

MACARA STANDARD S • S STD CRANE

HC 12 S A1 A2 A3

Capacitatea maxima de ridicare
Max. lifting capacity 990 kg 990 kg 990 kg

Greutatea macaralei STANDARD
Standard crane mass 135 kg 150 kg 180 kg

Extindere hidraulica maxima
Max. hydraulic outreach 1,77 m 2,67 m 3,41 m

Momentul de ridicare
Lifting moment 10,5 kNm

Unghiul maxim de rotatie
Slewing angle 330°

Cuplul de rotire
Slewing torque 1,5 kNm

Presiunea maxima de lucru
Operating pressure

19,0 Mpa
(190 bar)

Capacitatea recomandata a 
pompei
Recommended pump capacity

6 l/min. 
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HC 14 S A1

HC 14 S A2

HC 14 S A3
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CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 14 

MACARA STANDARD S • S STD CRANE

HC 145 S A1 A2 A3

Capacitatea maxima de ridicare
Max. lifting capacity 1150 kg 1090 kg 1050 kg

Greutatea macaralei STANDARD
Standard crane mass 150 kg 165 kg 187 kg

Extindere hidraulica maxima
Max. hydraulic outreach 1,77 m 2,67 m 3,41 m

Momentul de ridicare
Lifting moment 12 kNm

Unghiul maxim de rotatie
Slewing angle 340°

Cuplul de rotire
Slewing torque 3,2 kNm

Presiunea maxima de lucru
Operating pressure

19,0 Mpa
(190 bar)

Capacitatea recomandata a 
pompei
Recommended pump capacity

6 l/min. 



MACARALE MINI • MINI CRANES
6

HC 24 S A1
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CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 24 

MACARA STANDARD S • S STD CRANE

HC 24 S A1 A2 A3

Capacitatea maxima de ridicare
Max. lifting capacity 2040 kg 1900 kg 1780 kg

Greutatea macaralei STANDARD
Standard crane mass 205 kg 226 kg 245 kg

Extindere hidraulica maxima
Max. hydraulic outreach 2,03 m 3,03 m 4,03 m

Momentul de ridicare
Lifting moment 23,48 kNm

Unghiul maxim de rotatie
Slewing angle 340°

Cuplul de rotire
Slewing torque 3,2 kNm

Presiunea maxima de lucru
Operating pressure

19,0 Mpa
(190 bar)

Capacitatea recomandata a 
pompei
Recommended pump capacity

6 l/min. 
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MACARALE MINI • MINI CRANES
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CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 34 

MACARA STANDARD S • S STD CRANE

HC 34 S A1 A2 A3 A4

Capacitatea maxima de 
ridicare 2340 kg 2230 kg 2110 kg 1750 kg

Greutatea macaralei 
STANDARD 300 kg 320 kg 350 kg 418 kg

Extindere hidraulica maxima
Max. hydraulic outreach 2,49 m 3,65 m 4,67 m 5,67 m

Momentul de ridicare
Lifting moment 31 kNm

Unghiul maxim de rotatie
Slewing angle 340°

Cuplul de rotire
Slewing torque 3,2 kNm

Presiunea maxima de lucru
Operating pressure

19,0 Mpa
(190 bar)

Capacitatea recomandata a 
pompei
Recommended pump capacity

8 l/min. 
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MACARALE MINI • MINI CRANES
8

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 39 

MACARA STANDARD S • S STD CRANE

Momentul de ridicare
Lifting moment 37,00 kNm

Unghiul maxim de rotatie
Slewing angle 340°

Cuplul de rotire
Slewing torque 3,2 kNm

Presiunea maxima de lucru
Operating pressure 210 bar

Capacitatea recomandata a 
pompei
Recommended pump capacity

8 l/min. 

HC 39 S A1 A2 A3 A4

Capacitatea maxima de 
ridicare 2700 kg 2660 kg 2560 kg 2400 kg

Greutatea macaralei 
STANDARD 330 kg 350 kg 380 kg 438 kg

Extindere hidraulica maxima
Max. hydraulic outreach 2,49 m 3,65 m 4,67 m 5,67 m

HC 39 S A1

HC 39 S A2
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CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 44 

MACARA STANDARD S • S STD CRANE

HC 44 S A1 A2 A3 A4

Capacitatea maxima de 
ridicare 2600 kg 2420 kg 2250 kg 2080 kg

Greutatea macaralei 
STANDARD 350 kg 380 kg 410 kg 440 kg

Extindere hidraulica maxima
Max. hydraulic outreach 2,75 m 3,92 m 5,00 m 6,07 m

Momentul de ridicare
Lifting moment 

38,2 ÷ 34,7 
kNm

Unghiul maxim de rotatie
Slewing angle 340°

Cuplul de rotire
Slewing torque 3,2 kNm

Presiunea maxima de lucru
Operating pressure 230 bar

Capacitatea recomandata a 
pompei
Recommended pump capacity

8 l/min. 

HC 44 S A1

HC 44 S A2
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MACARALE MICI • SMALL CRANES
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HC 33 A1 A2 A3

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 405 Kg 440 Kg 470 Kg

Momentul de ridicare maxim
Maximum lifting moment 2,80 tm 2,57 tm 2,45 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

4,67 m
7,35 m

6,03 m
8,71 m

7,40 m
10,08 m

Brate stabilizatoare standard  
Std outrigger booms

2700 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 6 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 15 l/min 

Capacitate rezervor ulei
Tank capacity 25 litri/liters 

Presiune maxima de lucru
Rated pressure  230 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 33

MACARA STANDARD • STD CRANE
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HC 33 BC A1

HC 33 BC A2

HC 33 BC A3

MACARALE MICI • SMALL CRANES
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HC 33 BC A1 A2 A3

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 365 Kg 400 Kg 430 Kg

Momentul de ridicare maxim
Maximum lifting moment 2,70 tm 2,57 tm 2,45 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

3,37 m
6,05 m

4,73 m
7,41 m

6,10 m
8,78 m

Brate stabilizatoare standard  
Std outrigger booms

2700 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 6 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 15 l/min 

Capacitate rezervor ulei
Tank capacity 25 litri/liters 

Presiune maxima de lucru
Rated pressure  230 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 33 

MACARA STANDARD BC • BC STD CRANE
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HC 38 A1

HC 38 A2

HC 38 A3

MACARALE MICI • SMALL CRANES
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HC 38 A1 A2 A3

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 417 Kg 455 Kg 490 Kg

Momentul de ridicare maxim
Maximum lifting moment 2,80 tm 2,60 tm 2,50 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

5,01 m
7,61 m

6,58 m
9,18 m

8,23 m
10,83 m

Brate stabilizatoare standard 
Std outrigger booms

3130 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 6 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 10 l/min 

Capacitate rezervor ulei
Tank capacity 25 litri/liters 

Presiune maxima de lucru
Rated pressure  250 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 38

MACARA STANDARD • STD CRANE
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HC 38 BC A1

HC 38 BC A2

HC 38 BC A3

MACARALE MICI • SMALL CRANES
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HC 38 BC A1 A2 A3

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 402 Kg 440 Kg 475 Kg

Momentul de ridicare maxim
Maximum lifting moment 2,75 tm 2,66 tm 2,50 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

3,51 m
6,11 m

5,08 m
7,68 m

6,73 m
9,33 m

Brate stabilizatoare standard 
Std outrigger booms

3130 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 6 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 10 l/min 

Capacitate rezervor ulei
Tank capacity 25 litri/liters 

Presiune maxima de lucru
Rated pressure  250 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 38 

MACARA STANDARD BC • BC STD CRANE
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HC 38 K A1

HC 38 K A2

HC 38 K A3

MACARALE MICI • SMALL CRANES
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HC 38 K A1 A2 A3

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 375 Kg 395 Kg 415 Kg

Momentul de ridicare maxim
Maximum lifting moment 2,70 tm 2,50 tm 2,35 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

4,36 m
7,10 m

5,73 m
8,44 m

7,10 m
9,80 m

Brate stabilizatoare standard 
Std outrigger booms

2500 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 6 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 15 l/min 

Capacitate rezervor ulei
Tank capacity 25 litri/liters 

Presiune maxima de lucru
Rated pressure  270 bar

HC 38 

MACARA STANDARD K • K STD CRANE
CARACTERISTICI TEHNICE
TECHNICAL DATA
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HC 38 K BC A1
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MACARALE MICI • SMALL CRANES
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HC 38 K BC A1 A2 A3

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 360 Kg 380 Kg 400 Kg

Momentul de ridicare maxim
Maximum lifting moment 2,72 tm 2,60 tm 2,18 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

3,06 m
5,81 m

4,43 m
7,14 m

5,83 m
8,50 m

Brate stabilizatoare standard 
Std outrigger booms

2500 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 6 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 15 l/min 

Capacitate rezervor ulei
Tank capacity 25 litri/liters 

Presiune maxima de lucru
Rated pressure  270 bar

HC 38 

MACARA STANDARD K BC • K BC STD CRANE
CARACTERISTICI TEHNICE
TECHNICAL DATA
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MACARALE MICI • SMALL CRANES
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Brate stabilizatoare standard 
Std outrigger booms

3530 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 6 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 15 l/min 

Capacitate rezervor ulei
Tank capacity 25 litri/liters 

Presiune maxima de lucru
Rated pressure  275 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 43

MACARA STANDARD • STD CRANE

▼

8,60 

350

HC 43 A1 A2 A3 A4

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 490 Kg 520 Kg 550 Kg 615 Kg

Momentul de ridicare maxim
Maximum lifting moment 3,60 tm 3,40 tm 3,30 tm 3,30 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

4,50 m
7,15 m

5,80 m
8,35 m

7,20 m
9,75 m

8,56 m
11,11 m

Sbraccio con prolunghe manuale Oriz. / Hor.
Max reach with manual extensions Vert. / Vert.

- - 8,60 m
10,80 m

-

P1



HC 43 BC A1
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MACARALE MICI • SMALL CRANES
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HC 43 BC A1 A2 A3

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 470 Kg 500 Kg 530 Kg

Momentul de ridicare maxim
Maximum lifting moment 3,60 tm 3,40 tm 3,30 tm

Deschidere hidraulica maxima Oriz. / Hor.
3,20 m
5,75 m

4,50 m
7,05 m

5,90 m
8,45 m

Sbraccio con prolunghe manuale Oriz. / Hor.
Max reach with manual extensions Vert. / Vert.

- - 7,20 m
9,75 m

▼

7,20

350

Brate stabilizatoare standard 
Std outrigger booms

3530 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 6 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 15 l/min 

Capacitate rezervor ulei
Tank capacity 25 litri/liters 

Presiune maxima de lucru
Rated pressure  275 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 43 

MACARA STANDARD BC • BC STD CRANE
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HC 43 A2 J1

HC 43 A2 J2
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MACARALE MICI • SMALL CRANES
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HC 43 

HC 43 JIB A2 J1 A2 J2

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 690 Kg 710 Kg

Momentul de ridicare maxim
Maximum lifting moment 3,40 tm 3,40 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

9,15 m

11,90 m

10,50 m

13,20 m

CARACTERISTICI TEHNICE
TECHNICAL DATA

MACARA STANDARD JIB • JIB STD CRANE
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▼
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▼
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▼
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Brate stabilizatoare standard 
Std outrigger booms

3530 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 6 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 15 l/min 

Capacitate rezervor ulei
Tank capacity 25 litri/liters 

Presiune maxima de lucru
Rated pressure  275 bar



HC 50 A1

HC 50 A2

HC 50 A3

HC 50 A4
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MACARALE MICI • SMALL CRANES
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HC 50 A1 A2 A3 A4

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 550 Kg 600 Kg 645 Kg 680 Kg

Momentul de ridicare maxim
Maximum lifting moment 4,40 tm 4,16 tm 4,01 tm 4,00 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

5,02 m
7,88 m

6,60 m
9,50 m

8,15 m
11,00 m

9,71 m
12,50 m

Brate stabilizatoare standard 
Std outrigger booms

4690 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 6 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 15 l/min 

Capacitate rezervor ulei
Tank capacity 30 litri/liters 

Presiune maxima de lucru
Rated pressure  260 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 50

MACARA STANDARD • STD CRANE
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HC 50 BC A1
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Kg

m

Kg

m

Kg

MACARALE MICI • SMALL CRANES
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▼

2,77

1600

▼

2,84

1500

▼

2,90

1400

▼

2,96

1350

▼

3,52

1260

▼

3,59

1200

▼

3,65

1100

▼

3,71

1080

▼

5,09

850

▼

5,15

750 

▼

5,21

750

▼

6,71

580 

▼

8,21

450 

▼

6,65

580

Brate stabilizatoare standard 
Std outrigger booms

4690 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 6 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 15 l/min 

Capacitate rezervor ulei
Tank capacity 30 litri/liters 

Presiune maxima de lucru
Rated pressure  260 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 50 

MACARA STANDARD BC • BC STD CRANE

HC 50 BC A1 A2 A3 A4

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 530 Kg 580 Kg 625 Kg 660 Kg

Momentul de ridicare maxim
Maximum lifting moment 4,43 tm 4,26 tm 4,06 tm 4,00 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

3,52 m
6,36 m

5,09 m
7,87 m

6,65 m
9,45 m

8,21 m
11,04 m



HC 50 A2 J1

HC 50 A2 J2

▼

5,64

675 

▼

7,14

485

▼

8,65

375

▼

9,95

315

▼

5,50

590

▼

7,00

410

▼

8,71

310

▼

10,0

260

▼

11,3

230

m

Kg

m

Kg

m

Kg

m

Kg

MACARALE MICI • SMALL CRANES
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HC 50 JIB A2 J1 A2 J2

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 740 Kg 780 Kg

Momentul de ridicare maxim
Maximum lifting moment 4,16 tm 4,16 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

9,95 m
12,90 m

11,30 m
14,20 m

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 50 

MACARA STANDARD JIB • JIB STD CRANE

Brate stabilizatoare standard 
Std outrigger booms

4690 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 6 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 15 l/min 

Capacitate rezervor ulei
Tank capacity 30 litri/liters 

Presiune maxima de lucru
Rated pressure  260 bar

▼

2,28

700

▼

3,58

400

▼

2,35

660

▼

3,65

370

▼

4,95

260



m

Kg

m

Kg

m

Kg

m

Kg

MACARALE MICI • SMALL CRANES
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HC 50 

HC 50 A3 J1

HC 50 A3 J2

▼

5,71

600

▼

5,78

540 

▼

7,21

420

▼

7,28

370 

▼

8,71

315

▼

8,79

270

▼

10,2

240

▼

10,3

200

▼

11,5

200

▼

11,6

170

▼

12,9

150

HC 50 JIB A3 J1 A3 J2

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 785 Kg 820 Kg

Momentul de ridicare maxim
Maximum lifting moment 4,01 tm 4,01 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

11,50 m
14,30 m

12,90 m
15,80 m

CARACTERISTICI TEHNICE
TECHNICAL DATA

MACARA STANDARD JIB • JIB STD CRANE

Brate stabilizatoare standard 
Std outrigger booms

4690 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 6 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 15 l/min 

Capacitate rezervor ulei
Tank capacity 30 litri/liters 

Presiune maxima de lucru
Rated pressure  260 bar

▼

2,40

700

▼

3,70

400

▼

2,47

600

▼

3,77

325

▼

5,07

235



HC 60 A2

HC 60 A3

HC 60 A4

m

Kg

m

Kg

m

Kg

MACARALE USOARE • LIGHT CRANES
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HC 60 A2 A3 A4

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 655 Kg 700 Kg 740 Kg

Momentul de ridicare maxim
Maximum lifting moment 5,10 tm 4,80 tm 4,70 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

7,10 m
9,60 m

8,40 m
10,75 m

9,80 m
12,00 m

Brate stabilizatoare standard 
Std outrigger booms

4500 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 8 
M20x1,5 

Debit recomandat de ulei
Recommended oil fl ow 15 l/min 

Capacitate rezervor ulei
Tank capacity 30 litri/liters 

Presiune maxima de lucru
Rated pressure  265 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 60

MACARA STANDARD • STD CRANE

▼

3,90

1300

▼

3,93

1230

▼

4,00

1180

▼

5,50

900

▼

5,50

840

▼

5,60

800

▼

7,10

650

▼

7,10

600

▼

7,20

580

▼

8,40

460

▼

8,50

450

▼

9,80

380



HC 60 BC A2

HC 60 BC A3

HC 60 BC A4

m

Kg

m

Kg

m

Kg

MACARALE USOARE • LIGHT CRANES
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▼

3,20

1550

▼

4,00

1200 

▼

5,60 

850

▼

7,20 

590 

▼

8,50 

470 

Brate stabilizatoare standard 
Std outrigger booms

4500 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 8 
M20x1,5 

Debit recomandat de ulei
Recommended oil fl ow 15 l/min 

Capacitate rezervor ulei
Tank capacity 30 litri/liters 

Presiune maxima de lucru
Rated pressure  265 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 60 

MACARA STANDARD BC • BC STD CRANE

HC 60 BC A2 A3 A4

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 630 Kg 680 Kg 720 Kg

Momentul de ridicare maxim
Maximum lifting moment 5,30 tm 5,20 tm 5,00 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

5,50 m
8,00 m

7,10 m
9,15 m

8,50 m
10,40 m

▼

3,14

1650

▼

3,93

1300

▼

5,50

900 

▼

7,10

620

▼

3,10

1700

▼

3,90

1350

▼

5,50

950



m

Kg

m

Kg

m

Kg

m

Kg

MACARALE USOARE • LIGHT CRANES
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HC 70 A1

HC 70 A2

HC 70 A3

HC 70 A4

HC 70 A1 A2 A3 A4

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 800 Kg 850 Kg 900 Kg 960 Kg

Momentul de ridicare maxim
Maximum lifting moment 5,80 tm 5,40 tm 5,30 tm 5,20 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

5,36 m
8,30 m

7,02 m
10,00 m

8,68 m
11,90 m

10,40 m
13,49 m

Brate stabilizatoare standard 
Std outrigger booms

4900 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 8 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 20 l/min 

Capacitate rezervor ulei
Tank capacity 30 litri/liters 

Presiune maxima de lucru
Rated pressure  290 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 70

MACARA STANDARD • STD CRANE

▼

2,52

2250

▼

3,75

1550 

▼

5,36

1095

▼

2,52

2040

▼

2,52

2040

▼

2,52

2000

▼

3,82

1425

▼

3,88

1360

▼

3,95

1310

▼

5,42

990

▼

5,48

935

▼

7,02

765

▼

7,08

710

▼

8,68

575

▼

5,55 

890

▼

7,14 

670

▼

8,74

535

▼

10,40

450



MACARALE USOARE • LIGHT CRANES
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HC 70 A3 J1

HC 70 A3 J2

HC 70 JIB A3 J1 A3 J2

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1170 Kg 1200 Kg

Momentul de ridicare maxim
Maximum lifting moment 5,40 tm 5,30 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

12,04 m
15,20 m

13,40 m
16,50 m

Brate stabilizatoare standard 
Std outrigger booms

4900 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 8 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 20 l/min 

Capacitate rezervor ulei
Tank capacity 30 litri/liters 

Presiune maxima de lucru
Rated pressure  290 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 70 

MACARA STANDARD JIB • JIB STD CRANE

▼

7,23

440 

▼

5,63

635

▼

8,83

330

▼

10,82

255

▼

12,11

220

▼

13,40

200

▼

4,30 

1000
▼

9,22

335

▼

7,62

455

▼

6,02

655

▼

7,23

465

▼

8,83

350

▼

9,12

440

▼

7,52

575

▼

5,63

660

▼

10,70

350

▼

12,04

310

▼

5,92

800

▼

4,30

1045

m

Kg

m

Kg

▼

2,58
875

m

Kg

m

Kg

▼

3,88
590

▼

2,65

715

▼

3,95

480

▼

5,25

345 

m

Kg

m

Kg
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HC 80 A1

HC 80 A2

HC 80 A3

HC 80 A4

HC 80 A1 A2 A3 A4

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 830 Kg 880 Kg 930 Kg 990 Kg

Momentul de ridicare maxim
Maximum lifting moment 6,20 tm 6,10 tm 5,90 tm 5,80 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

5,36 m
8,30 m

7,02 m
10,00 m

8,68 m
11,90 m

10,40 m
13,49 m

Brate stabilizatoare standard 
Std outrigger booms

4900 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 8 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 20 l/min 

Capacitate rezervor ulei
Tank capacity 30 litri/liters 

Presiune maxima de lucru
Rated pressure  270 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 80

MACARA STANDARD • STD CRANE

▼

3,75

1660

▼

2,52

2480

▼

3,82

1585

▼

2,52

2370

▼

3,91

1515

▼

2,52

2300

▼

3,95

1465

▼

2,52

2250

▼

5,36

1180

▼

5,42

1105

▼

5,48

1050

▼

5,55

1005

▼

7,02

855

▼

7,08

800

▼

7,14

755

▼

8,68

650

▼

8,74

610

▼

10,40

510

m

Kg

m

Kg

m

Kg

m

Kg
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HC 80 BC A1

HC 80 BC A2

HC 80 BC A3

HC 80 BC A4

▼

2,95

2170

▼

2,52

2540

▼

3,75

1700

Brate stabilizatoare standard 
Std outrigger booms

4900 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 8 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 20 l/min 

Capacitate rezervor ulei
Tank capacity 30 litri/liters 

Presiune maxima de lucru
Rated pressure  280 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 80 

MACARA STANDARD BC • BC STD CRANE

HC 80 BC A1 A2 A3 A4

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 750 Kg 790 Kg 830 Kg 860 Kg

Momentul de ridicare maxim
Maximum lifting moment 6,40 tm 6,30 tm 6,20 tm 6,00 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

3,75 m
6,84 m

5,42 m
8,51 m

7,08 m
10,17 m

8,75 m
11,84 m

▼

3,02

2100

▼

2,52

2500

▼

3,82

1650

▼

5,42

1150

▼

3,11

2000

▼

2,52

2450

▼

3,91

1580

▼

5,48

1100

▼

7,08

850

▼

3,15

1900

▼

2,52

2400

▼

3,95

1500

▼

5,55

1030

▼

7,15

790

▼

8,75

630

m

Kg

m

Kg

m

Kg

m

Kg
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▼

2,65
772

▼

3,95
518

▼

5,25
372

HC 80 JIB A3 J1 A3 J2

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1200 Kg 1230 Kg

Momentul de ridicare maxim
Maximum lifting moment 6,00 tm 6,00 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

12,04 m
15,20 m

13,40 m
16,50 m

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 80 

MACARA STANDARD JIB • JIB STD CRANE

Brate stabilizatoare standard 
Std outrigger booms

4900 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 8 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 20 l/min 

Capacitate rezervor ulei
Tank capacity 30 litri/liters 

Presiune maxima de lucru
Rated pressure  270 bar

HC 80 A3 J1

HC 80 A3 J2

▼

7,23

475

▼

5,63

685

▼

8,83

356

▼

10,82

275

▼

12,11

237

▼

13,40

216 

▼

4,30

1080
▼

9,22

362

▼

7,62

491

▼

6,02

707

▼

7,23

500

▼

8,83

375

▼

9,12

475

▼

7,52

620

▼

5,63

710 

▼

10,70

380

▼

12,04

335

▼

5,92

865

▼

4,30

1130 

▼

2,58
945

▼

3,88
640

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg
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HC 90 A1  15°

HC 90 A2  15°

HC 90 A3  15°

HC 90 A4  15°

HC 90 A1 A2 A3 A4

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1230 Kg 1320 Kg 1390 Kg 1450 Kg

Momentul de ridicare maxim
Maximum lifting moment 8,80 tm 8,30 tm 7,90 tm 7,70 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

6,11 m
9,41 m

8,10 m
11,40 m

10,27 m
13,57 m

12,44 m
15,71 m

Brate stabilizatoare manuale 
standard 
Manual std outrigger booms

5120 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 25)
Tie rods for anchorage

n° 8 
M25x1,5 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 90 litri/liters 

Presiune maxima de lucru
Rated pressure  290 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 90

MACARA STANDARD • STD CRANE

▼

4,21

2080

▼

2,40

3460

▼

4,30

1925

▼

2,40

3280

▼

4,39

1765

▼

2,40

3110

▼

4,48

1710 

▼

2,40

3000

▼

6,11

1400

▼

6,20

1275

▼

6,29

1160

▼

6,38

1100

▼

8,10

955

▼

8,19

885

▼

8,28

790

▼

10,27

675

▼

10,36

610

▼

12,44

500

m

Kg

m

Kg

m

Kg

m

Kg
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Brate stabilizatoare standard manuale
Manual std outrigger booms

5120 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 25)
Tie rods for anchorage

n° 8 
M25x1,5 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 90 litri/liters 

Presiune maxima de lucru
Rated pressure  290 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 90 

MACARA STANDARD BC • BC STD CRANE

HC 90 BC A2 A3 A4

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1250 Kg 1320 Kg 1380 Kg

Momentul de ridicare maxim
Maximum lifting moment 8,40 tm 7,80 tm 7,70 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

6,20 m
9,50 m

8,37 m
11,60 m

10,54 m
13,80 m

HC 90 BC A2  15°

HC 90 BC A3  15°

HC 90 BC A4  15°

▼

2,40

3400

▼

4,30

1930

▼

3,35

2500

▼

6,20

1300

▼

2,40

3200

▼

4,39

1780

▼

3,44

2250

▼

6,29

1180

▼

8,37

870

▼

2,40

3000

▼

4,48

1610

▼

3,53

2180

▼

6,38

1100

▼

8,46

750

▼

10,54

600

m

Kg

m

Kg

m

Kg
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HC 90 A3 J1 S

HC 90 A3 J2 S

HC 90 JIB A3 J1 S A3 J2 S

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1600 Kg 1650 Kg

Momentul de ridicare maxim
Maximum lifting moment - -

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

13,60 m
16,80 m

14,97 m
18,17 m

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 90 

MACARA STANDARD JIB • JIB STD CRANE

Brate stabilizatoare manuale 
standard 
Manual std outrigger booms

5120 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare
Tie rods for anchorage - 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 90 litri/liters 

Presiune maxima de lucru
Rated pressure  290 bar

▼

12,30

430

▼

12,37

300

▼

14,97

225

▼

13,67

255

▼

13,60

330

▼

2,90

700

▼

4,20

590

▼

2,97

600

▼

4,27

490

▼

5,57

340

m

Kg

m

Kg

m

Kg

m

Kg
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HC 90 A4 J1 S

HC 90 A4 J2 S

HC 90 JIB A4 J1 S A4 J2 S

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1700 Kg 1740 Kg

Momentul de ridicare maxim
Maximum lifting moment - -

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

15,86 m
19,06 m

17,22 m
20,42 m

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 90 

MACARA STANDARD JIB • JIB STD CRANE

Brate stabilizatoare manuale 
standard
Manual std outrigger booms

5120 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare
Tie rods for anchorage - 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 90 litri/liters 

Presiune maxima de lucru
Rated pressure  290 bar

▼

14,56

300

▼

14,62

260

▼

17,22

180

▼

15,92

220

▼

15,86

250

▼

3,04

480

▼

4,24

350

▼

3,10

450

▼

4,40

330

▼

5,70

280

m

Kg

m

Kg

m

Kg

m

Kg
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HC 105 A1  15°

HC 105 A2  15°

HC 105 A3  15°

HC 105 A4  15°

HC 105 A1 A2 A3 A4

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1350 Kg 1450 Kg 1540 Kg 1610 Kg

Momentul de ridicare maxim
Maximum lifting moment 9,60 tm 9,20 tm 9,0 tm 8,5 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

6,11 m
9,45 m

8,10 m
11,40 m

10,27 m
13,57 m

12,44 m
15,74 m

Brate stabilizatoare manuale 
standard
Manual std outrigger booms

5120 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 25)
Tie rods for anchorage

n° 8 
M25x1,5 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 90 litri/liters 

Presiune maxima de lucru
Rated pressure  290 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 105

MACARA STANDARD • STD CRANE

▼

4,21

2280

▼

2,40

3950

▼

4,30

2130

▼

2,40

3760

▼

4,39

2010

▼

2,40

3650

▼

4,48

1900

▼

2,40

3520

▼

6,11

1550

▼

6,20

1440

▼

6,29

1316

▼

6,38

1240

▼

8,10

1100

▼

8,19

990

▼

8,28

900

▼

10,27

780

▼

10,36

690

▼

12,44

580

m

Kg

m

Kg

m

Kg

m

Kg
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Brate stabilizatoare standard manuale
Manual std outrigger booms

5120 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 25)
Tie rods for anchorage

n° 8 
M25x1,5 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 90 litri/liters 

Presiune maxima de lucru
Rated pressure  290 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA 

HC 105 

MACARA STANDARD BC • BC STD CRANE

HC 105 BC A2 A3 A4

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1350 Kg 1440 Kg 1510 Kg

Momentul de ridicare maxim
Maximum lifting moment 9,20 tm 8,90 tm 8,50 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

6,20 m
9,50 m

8,37 m
11,60 m

10,54 m
13,80 m

HC 105 BC A2  15°

HC 105 BC A3  15°

HC 105 BC A4  15°

▼

2,40

3850

▼

4,30

2130

▼

3,35

2750

▼

6,20

1440

▼

2,40

3700

▼

4,39

2020

▼

3,44

2600

▼

6,29

1320

▼

8,37

970

▼

2,40

3500

▼

4,48

1900

▼

3,53

2400

▼

6,38

1250

▼

8,46

880

▼

10,54

680

m

Kg

m

Kg

m

Kg



MACARALE USOARE • LIGHT CRANES
36

HC 105 JIB A3 J1 S A3 J2 S

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1750 Kg 1800 Kg

Momentul de ridicare maxim
Maximum lifting moment - -

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

13,60 m
16,80 m

14,97 m
18,17 m

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 105 

MACARA STANDARD JIB • JIB STD CRANE

Brate stabilizatoare manuale 
standard
Manual std outrigger booms

5120 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare
Tie rods for anchorage - 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 90 litri/liters 

Presiune maxima de lucru
Rated pressure  290 bar

▼

12,30

430

▼

12,37

400

▼

14,97

300

▼

13,67

340

▼

13,60

330

▼

2,90

700

▼

4,20

590

▼

2,97

650

▼

4,27

490

▼

5,57

350

HC 105 A3 J1 S

HC 105 A3 J2 S

m

Kg

m

Kg

m

Kg

m

Kg
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HC 105 A4 J1 S

HC 105 A4 J2 S

HC 105 JIB A4 J1 S A4 J2 S

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1860 Kg 1900 Kg

Momentul de ridicare maxim
Maximum lifting moment - -

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

15,86 m
19,06 m

17,22 m
20,42 m

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 105 

MACARA STANDARD JIB • JIB STD CRANE

Brate stabilizatoare manuale 
standard
Manual std outrigger booms

5120 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare
Tie rods for anchorage - 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 90 litri/liters 

Presiune maxima de lucru
Rated pressure  290 bar

▼

14,56

360

▼

14,62

290

▼

17,22

210

▼

15,92

240

▼

15,86

280

▼

3,04

580

▼

4,24

400

▼

3,10

550

▼

4,40

380

▼

5,70

330

m

Kg

m

Kg

m

Kg

m

Kg
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HC 130 A2  15°

HC 130 A3  15°

HC 130 A4  15°

HC 130 A5  15°

HC 130 A6  15°

HC 130 A2 A3 A4 A5 A6

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1590 Kg 1682 Kg 1715 Kg 1856 Kg 1926 Kg

Momentul de ridicare maxim
Maximum lifting moment 11,90 tm 11,30 tm 10,30 tm 9,70 tm 9,10 tm

Deschidere hidraulica maxima Oriz. / 
Hor.

7,82 m

11,32 m
9,81 m

13,31 m
11,80 m
15,30 m

13,97 m
17,47 m

16,14 m
19,64 m

Brate stabilizatoare extra 
extensibile manual 
Manual extra extensible 
outrigger booms

5700 mm

Unghiul de rotatie
Slewing angle 410°

Tiranti de ancorare (Kg 30)
Tie rods for anchorage

n° 6 
M25x1,5 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 100 litri/liters 

Presiune maxima de lucru
Rated pressure  290 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 130

MACARA STANDARD • STD CRANE

▼

4,12

2925

▼

4,21

2705

▼

4,30

2425

▼

4,39

2235

▼

4,48

2050

▼

2,73

4210

▼

2,73

3388

▼

2,73

3775

▼

2,73

3470

▼

2,73

3115

▼

5,92

1980

▼

6,01

1845

▼

6,10

1620

▼

6,19

1460

▼

6,28

1305

▼

7,82

1500

▼

7,91

1390

▼

8,00

1195

▼

8,09

1050

▼

8,18

915

▼

9,81

1100

▼

9,90

930

▼

9,99

800

▼

10,08

670

▼

11,80

760

▼

11,89

635

▼

11,98

520

▼

13,97

530

▼

16,14

360

▼

14,06

425

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg
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HC 130 BC A2  15°

HC 130 BC A3  15°

HC 130 BC A4  15°

HC 130 BC A5  15°

HC 130 BC A6  15°

HC 130 BC A2 A3 A4 A5 A6

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1580 Kg 1660 Kg 1755 Kg 1850 Kg 1931 Kg

Momentul de ridicare maxim
Maximum lifting moment 12,55 tm 11,91 tm 10,88 tm 10,12 tm 9,48 tm

Deschidere hidraulica maxima Oriz. / 
Hor.

6,02 m

9,52 m
8,01 m

11,51 m
10,00 m
13,50 m

12,17 m
15,65 m

14,34 m
17,84 m

▼

3,22

3900

▼

3,31

3600

▼

3,40

3200

▼

3,49

2900

▼

3,58

2650

▼

2,73

4300

▼

2,73

3400

▼

2,73

3800

▼

2,73

3500

▼

2,73

3200

▼

4,12

3000

▼

4,21

2800

▼

4,30

2500

▼

4,39

2300

▼

4,48

2100

▼

6,02

2000

▼

6,11

1900

▼

6,20

1650

▼

6,29

1500

▼

6,38

1300

▼

8,01

1400

▼

8,10

1200

▼

8,19

1100

▼

8,28

1000

▼

10,00

950

▼

10,09

800

▼

10,18

700

▼

12,17

650

▼

14,34

450

▼

12,26

550

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

Brate stabilizatoare extra 
extensibile manual 
Manual extra extensible 
outrigger booms

5700 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare (Kg 30)
Tie rods for anchorage

n° 8 
M27x2 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 90 litri/liters 

Presiune maxima de lucru
Rated pressure  290 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 130 

MACARA STANDARD BC • BC STD CRANE
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HC 130 JIB A3 J2 S A3 J3 S

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1790 Kg 1830 Kg

Momentul de ridicare maxim
Maximum lifting moment 8,50 tm 8,50 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

14,66 m
18,16 m

15,96 m
19,42 m

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 130 

MACARA STANDARD JIB • JIB STD CRANE

Brate stabilizatoare extra 
extensibile manual  
Manual extra extensible 
outrigger booms

5700 mm

Unghiul de rotatie
Slewing angle 410°

Tiranti de ancorare (Kg 30)
Tie rods for anchorage

n° 8 
M24x1,5  

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 100 litri/liters 

Presiune maxima de lucru
Rated pressure  295 bar

▼

12,06

700

▼

14,66

380

▼

15,96

300

▼

13,36

500

▼

2,39

700

▼

3,60

500

▼

4,90

380

▼

2,46

700

▼

3,75

500

▼

5,06

380

▼

6,36

300

HC 130 A3 J2 S

HC 130 A3 J3 S

m

Kg

▼

12,06

700

▼

13,36

500

▼

14,66

380

m

Kg

m

Kg

m

Kg
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HC 130 JIB A4 J2 S A4 J3 S

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1930 Kg 1970 Kg

Momentul de ridicare maxim
Maximum lifting moment 7,70 tm 7,70 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

16,60 m
20,10 m

17,97 m
21,44 m

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 130 

MACARA STANDARD JIB • JIB STD CRANE

Brate stabilizatoare extra 
extensibile manual  
Manual extra extensible 
outrigger booms

5700 mm

Unghiul de rotatie
Slewing angle 410°

Tiranti de ancorare (Kg 30)
Tie rods for anchorage

n° 8 
M24x1,5  

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 100 litri/liters 

Presiune maxima de lucru
Rated pressure  295 bar

▼

14,00

550

▼

14,07

500

▼

16,67

250

▼

17,97

210

▼

15,37

300

▼

15,30

380

▼

16,60

300

▼

2,46

700

▼

3,75

500

▼

5,06

380

▼

6,36

300

HC 130 A4 J2 S

HC 130 A4 J3 S

▼

2,39

700

▼

3,60

500

▼

4,90

380

m

Kg

m

Kg

m

Kg

m

Kg
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HC 150 A2   15°

HC 150 A3   15°

HC 150 A4   15°

HC 150 A5  15°

HC 150 A6  15°

HC 150 A2 A3 A4 A5 A6

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1630 Kg 1740 Kg 1835 Kg 1930 Kg 2011 Kg

Momentul de ridicare maxim
Maximum lifting moment 13,50 tm 13,30 tm 12,70 tm 11,40 tm 10,60 tm

Deschidere hidraulica maxima Oriz. / 
Hor.

7,82 m

11,32 m
9,81 m

13,31 m
11,80 m
15,30 m

13,97 m
17,47 m

16,14 m
19,64 m

Brate stabilizatoare extra 
extensibile manual  
Manual extra extensible 
outrigger booms

5700 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare (Kg 30)
Tie rods for anchorage

n° 8 
M27x2 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 90 litri/liters 

Presiune maxima de lucru
Rated pressure  290 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 150

MACARA STANDARD • STD CRANE

▼

4,12

3280

▼

4,21

3150

▼

4,30

2950

▼

4,39

2585

▼

4,48

2390

▼

2,73

4890

▼

2,73

4650

▼

2,73

4370

▼

2,73

3935

▼

2,73

3915

▼

5,92

2230

▼

6,01

2100

▼

6,10

1950

▼

6,19

1700

▼

6,28

1570

▼

7,82

1690

▼

7,91

1590

▼

8,00

1450

▼

8,09

1230

▼

8,18

1112

▼

9,81

1250

▼

9,90

1150

▼

9,99

935

▼

10,08

830

▼

11,80

950

▼

11,89

750

▼

11,98

660

▼

13,97

640

▼

16,14

450

▼

14,06

550

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg
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HC 150 BC A2  15°

HC 150 BC A3  15°

HC 150 BC A4  15°

HC 150 BC A5  15°

HC 150 BC A6  15°

HC 150 BC A2 A3 A4 A5 A6

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1580 Kg 1660 Kg 1755 Kg 1850 Kg 1931 Kg

Momentul de ridicare maxim
Maximum lifting moment 13,50 tm 13,20 tm 12,90 tm 11,50 tm 10,70 tm

Deschidere hidraulica maxima Oriz. / 
Hor.

6,02 m

9,52 m
8,01 m

11,51 m
10,00 m
13,50 m

12,17 m
15,65 m

14,34 m
17,84 m

▼

3,22

4200

▼

3,31

4000

▼

3,40

3800

▼

3,49

3300

▼

3,58

3000

▼

2,73

4900

▼

2,73

4700

▼

2,73

4420

▼

2,73

4000

▼

2,73

3950

▼

4,12

3300

▼

4,21

3150

▼

4,30

3000

▼

4,39

2600

▼

4,48

2400

▼

6,02

2200

▼

6,11

2100

▼

6,20

1950

▼

6,29

1700

▼

6,38

1500

▼

8,01

1550

▼

8,10

1450

▼

8,19

1230

▼

8,28

1100

▼

10,00

1150

▼

10,09

935

▼

10,18

800

▼

12,17

750

▼

14,34

550

▼

12,26

650

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

Brate stabilizatoare extra 
extensibile manual  
Manual extra extensible 
outrigger booms

5700 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare (Kg 30)
Tie rods for anchorage

n° 8 
M27x2 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 90 litri/liters 

Presiune maxima de lucru
Rated pressure  290 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 150 

MACARA STANDARD BC • BC STD CRANE
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HC 150 JIB A3 J2 M A3 J3 M

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 2150 Kg 2190 Kg

Momentul de ridicare maxim
Maximum lifting moment 8,50 tm 8,50 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

14,61 m
18,16 m

15,90 m
19,42 m

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 150 

MACARA STANDARD JIB • JIB STD CRANE

Brate stabilizatoare extra 
extensibile manual  
Manual extra extensible 
outrigger booms

5700 mm

Unghiul de rotatie
Slewing angle 410°

Tiranti de ancorare (Kg 30)
Tie rods for anchorage

n° 8 
M24x1,5  

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 100 litri/liters 

Presiune maxima de lucru
Rated pressure  295 bar

▼

12,00

520

▼

14,60

420

▼

15,90

380

▼

13,30

470

▼

2,39

750

▼

3,69

550

▼

4,99

430

▼

2,45

520

▼

3,75

470

▼

5,05

420

▼

6,35

380

m

Kg

▼

12,01

750

▼

13,31

550

▼

14,61

430

m

Kg

m

Kg

m

Kg

HC 150 A3 J2 M

HC 150 A3 J3 M
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HC 150 JIB A4 J2 S A4 J3 S

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 2230 Kg 2270 Kg

Momentul de ridicare maxim
Maximum lifting moment 7,70 tm 7,70 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

16,60 m
20,10 m

17,97 m
21,44 m

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 150 

MACARA STANDARD JIB • JIB STD CRANE

Brate stabilizatoare extra 
extensibile manual  
Manual extra extensible 
outrigger booms

5700 mm

Unghiul de rotatie
Slewing angle 410°

Tiranti de ancorare (Kg 30)
Tie rods for anchorage

n° 8 
M24x1,5  

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 100 litri/liters 

Presiune maxima de lucru
Rated pressure  295 bar

▼

14,00

440

▼

14,07

550

▼

16,67

360

▼

17,97

310

▼

15,37

410

▼

15,30

380

▼

16,60

300

▼

2,47

670

▼

3,77

490

▼

5,07

350

▼

6,37

310

▼

2,40

710

▼

3,70

520

▼

5,00

400

m

Kg

m

Kg

m

Kg

m

Kg

HC 150 A4 J2 S

HC 150 A4 J3 S
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HC 170 A1   15°

HC 170 A3   15°

HC 170 A4   15°

HC 170 A5   15°

HC 170 A6   15°

HC 170 A1 A2 A3 A4 A5 A6

Greutatea macaralei fara ulei
Overhang crane without oil in the tank

1950 
Kg

2050 
Kg

2140 
Kg

2220 
Kg

2300 
Kg

2410 
Kg

Momentul de ridicare maxim
Maximum lifting moment

15,80 
tm

15,40 
tm

15,00 
tm

14,70 
tm

14,40 
tm

13,44 
tm

Deschidere hidraulica maxima Oriz. / 
Hor.

5,83 m

9,33 m

7,82 m

11,32 m

9,81 m

13,31 m

11,80 m

15,30 m

13,97 m

17,47 m

16,14 m

19,64 m

Brate stabilizatoare extra 
extensibile manual  
Manual extra extensible 
outrigger booms

5700 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare (Kg 45)
Tie rods for anchorage  M27x2 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 100 litri/liters

Presiune maxima de lucru
Rated pressure  300 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 170

MACARA STANDARD • STD CRANE

▼

4,12

3730

▼

4,03

3920

▼

4,21

3575

▼

4,30

3420

▼

4,39

3275

▼

4,48

3000

▼

2,73

5560

▼

2,73

5730

▼

2,73

5420

▼

2,73

5310

▼

2,73

5190

▼

2,73

4900

▼

5,92

2540

▼

5,83

2700

▼

6,01

2410

▼

6,10

2270

▼

6,19

2145

▼

6,28

2000

▼

7,82

1900

▼

7,91

1775

▼

8,00

1645

▼

8,09

1535

▼

8,18

1400

▼

9,81

1410

▼

9,90

1280

▼

9,99

1180

▼

10,08

1050

▼

11,80

1060

▼

11,89

950

▼

11,98

850

▼

13,97

800

▼

16,14

600

▼

14,06

700

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

HC 170 A2   15°
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HC 170 BC A2   15°

HC 170 BC A3   15°

HC 170 BC A4   15°

HC 170 BC A5   15°

HC 170 BC A6   15°

HC 170 BC A2 A3 A4 A5 A6

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1950 Kg 2040 Kg 2120 Kg 2200 Kg 2310 Kg

Momentul de ridicare maxim
Maximum lifting moment 15,4 tm 15 tm 14,70 tm 14,40 tm 3,40 tm

Deschidere hidraulica maxima Oriz. / 
Hor.

6,02 m

9,52 m
8,01 m

11,51 m
10,00 m
13,50 m

12,17 m
15,65 m

14,34 m
17,84 m

▼

3,22

4800

▼

3,31

4550

▼

3,40

4300

▼

3,49

4100

▼

3,58

3800

▼

2,73

5660

▼

2,73

5100

▼

2,73

5500

▼

2,73

5300

▼

2,73

5050

▼

4,12

3750

▼

4,21

3600

▼

4,30

3430

▼

4,39

3300

▼

4,48

3000

▼

6,02

2550

▼

6,11

2400

▼

6,20

2300

▼

6,29

2100

▼

6,38

2000

▼

8,01

1800

▼

8,10

1650

▼

8,19

1500

▼

8,28

1370

▼

10,00

1300

▼

10,09

1200

▼

10,18

1000

▼

12,17

950

▼

14,34

700

▼

12,26

806

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

Brate stabilizatoare extra 
extensibile manual  
Manual extra extensible 
outrigger booms

5700 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare (Kg 45)
Tie rods for anchorage M27x2 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 100 litri/liters

Presiune maxima de lucru
Rated pressure  300 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 170 

MACARA STANDARD BC • BC STD CRANE
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HC 190 A1   15°

HC 190 A3   15°

HC 190 A4   15°

HC 190 A5   15°

HC 190 A6   15°

HC 190 A1 A2 A3 A4 A5 A6

Greutatea macaralei fara ulei
Overhang crane without oil in the tank

2200 
Kg

2350 
Kg

2500 
Kg

2640 
Kg

2780 
Kg

2890 
Kg

Momentul de ridicare maxim
Maximum lifting moment

19,50 
tm

18,70 
tm

17,90 
tm

17,70 
tm

17,50 
tm

17,30 
tm

Deschidere hidraulica maxima Oriz. / 
Hor.

5,83 m

9,13 m

7,82 m

11,12 m

9,81 m

13,11 m

11,80 m

15,10 m

13,79 m

17,09 m

15,95 m

19,25 m

Brate stabilizatoare extra 
extensibile manual 
Manual extra extensible 
outrigger booms

5700 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare (Kg 50)
Tie rods for anchorage

 n° 8
M27x2 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 100 litri/liters

Presiune maxima de lucru
Rated pressure  300 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 190

MACARA STANDARD • STD CRANE

▼

4,12

4540

▼

4,03

4850

▼

4,21

4250

▼

4,30

4120

▼

4,39

4000

▼

4,47

3880

▼

2,30

8090

▼

2,30

8150

▼

2,30

7800

▼

2,30

7700

▼

2,30

7650

▼

2,30

7450

▼

5,92

3100

▼

5,83

3200

▼

6,01

2920

▼

6,10

2800

▼

6,19

2700

▼

6,27

2570

▼

7,82

2355

▼

7,91

2180

▼

8,00

2100

▼

8,09

1960

▼

8,17

1870

▼

9,81

1750

▼

9,90

1600

▼

9,99

1500

▼

10,07

1400

▼

11,80

1350

▼

11,89

1200

▼

11,97

1120

▼

13,79

1030

▼

15,95

800

▼

13,87

920

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

HC 190 A2   15°
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HC 250 A1 20°

HC 250 A3 20°

HC 250 A4 20°

HC 250 A5 20°

HC 250 A6 20°

HC 250 A1 A2 A3 A4 A5 A6

Greutatea macaralei fara ulei
Overhang crane without oil in the tank

2950 
Kg

3120 
Kg

3270 
Kg

3400 
Kg

3530 
Kg

3780 
Kg

Momentul de ridicare maxim
Maximum lifting moment

24,50 
tm

23,00 
tm

22,00 
tm

21,10 
tm

20,00 
tm

20,00 
tm

Deschidere hidraulica maxima Oriz. / 
Hor.

6,12 m

9,35 m

8,13 m

11,36 m

10,34 m

13,57 m

12,55 m

15,78 m

14,87 m

18,10 m

17,21 m

20,50 m

Brate stabilizatoare extra 
extensibile hidraulic  
Hydraulic extra extensible 
outrigger booms

5540 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare 42CrMo4
Tie rods for anchorage M30x2 

Debit recomandat de ulei
Recommended oil fl ow 50 l/min 

Capacitate rezervor ulei
Tank capacity 160 litri/liters

Presiune maxima de lucru
Rated pressure  310 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 250

MACARA STANDARD • STD CRANE

▼

4,33

5300

▼

4,22

5800

▼

4,44

5000

▼

4,55

4650

▼

4,63

4300

▼

4,73

4200

▼

2,70

8100

▼

2,70

9000

▼

2,70

7500

▼

2,70

7900

▼

2,70

7300

▼

2,70

7200

▼

6,23

3550

▼

6,12

3950

▼

6,34

3350

▼

6,45

3200

▼

6,53

2800

▼

6,63

2730

▼

8,13

2700

▼

8,24

2500

▼

8,35

2350

▼

8,43

2000

▼

8,53

1900

▼

10,34

2000

▼

10,45

1800

▼

10,53

1550

▼

10,63

1480

▼

12,55

1500

▼

12,63

1250

▼

12,73

1200

▼

14,87

1050

▼

17,21

850

▼

19,47

650

▼

14,97

995

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

HC 250 A2 20°

P1
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HC 280 A1 20°

HC 280 A3 20°

HC 280 A4 20°

HC 280 A5 20°

HC 280 A6  20°

HC 280 A1 A2 A3 A4 A5 A6

Greutatea macaralei fara ulei
Overhang crane without oil in the tank

3050 
Kg

3250 
Kg

3400 
Kg

3520 
Kg

3660 
Kg

3800 
Kg

Momentul de ridicare maxim
Maximum lifting moment

26,00 
tm

25,00 
tm

25,00 
tm

24,00 
tm

24,00 
tm

23,00 
tm

Deschidere hidraulica maxima Oriz. / 
Hor.

6,12 m

9,35 m

8,13 m

11,36 m

10,34 m

13,57 m

12,55 m

15,78 m

14,87 m

18,10 m

17,21 m

20,50 m

Brate stabilizatoare extra 
extensibile hidraulic  
Hydraulic extra extensible 
outrigger booms

5540 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare 42CrMo4
Tie rods for anchorage M30x2 

Debit recomandat de ulei
Recommended oil fl ow 50 l/min 

Capacitate rezervor ulei
Tank capacity 160 litri/liters

Presiune maxima de lucru
Rated pressure  310 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 280

MACARA STANDARD • STD CRANE

▼

4,33

5850

▼

4,22

6100

▼

4,44

5600

▼

4,55

5300

▼

4,63

5100

▼

4,73

4900

▼

2,70

9500

▼

2,70

9600

▼

2,70

9250

▼

2,70

9000

▼

2,70

8800

▼

2,70

8100

▼

6,23

4100

▼

6,12

4150

▼

6,34

3700

▼

6,45

3500

▼

6,53

3300

▼

6,63

3150

▼

8,13

3100

▼

8,24

2800

▼

8,35

2700

▼

8,43

2400

▼

8,53

2250

▼

10,34

2250

▼

10,45

2050

▼

10,53

1800

▼

10,63

1650

▼

12,55

1700

▼

12,63

1500

▼

12,73

1350

▼

14,87

1300

▼

17,21

1000

▼

14,97

1200

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

HC 280 A2 20°
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HC 300 A1 20°

HC 300 A3 20°

HC 300 A4 20°

HC 300 A5  20°

HC 300 A6  20°

HC 300 A1 A2 A3 A4 A5 A6

Greutatea macaralei fara ulei
Overhang crane without oil in the tank

3100 
Kg

3320 
Kg

3530 
Kg

3710 
Kg

3890 
Kg

4030 
Kg

Momentul de ridicare maxim
Maximum lifting moment

27,00 
tm

26,00 
tm

25,00 
tm

25,00 
tm

24,00 
tm

24,50 
tm

Deschidere hidraulica maxima Oriz. / 
Hor.

6,12 m

9,35 m

8,13 m

11,36 m

10,34 m

13,57 m

12,55 m

15,78 m

14,87 m

18,10 m

17,21 m

20,50 m

Brate stabilizatoare extra 
extensibile hidraulic  
Hydraulic extra extensible 
outrigger booms

5540 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare 42CrMo4
Tie rods for anchorage M30x2 

Debit recomandat de ulei
Recommended oil fl ow 50 l/min 

Capacitate rezervor ulei
Tank capacity 160 litri/liters

Presiune maxima de lucru
Rated pressure  310 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 300

MACARA STANDARD • STD CRANE

▼

4,33

6100

▼

4,22

6300

▼

4,44

5700

▼

4,55

5500

▼

4,63

5100

▼

4,73

5200

▼

2,70

10000

▼

2,70

10150

▼

2,70

9600

▼

2,70

9400

▼

2,70

9000

▼

2,70

8800

▼

6,23

4200

▼

6,12

4300

▼

6,34

3900

▼

6,45

3750

▼

6,53

3500

▼

6,63

3600

▼

8,13

3300

▼

8,24

3000

▼

8,35

2800

▼

8,43

2550

▼

8,53

2600

▼

10,34

2400

▼

10,45

2150

▼

10,53

1950

▼

10,63

1950

▼

12,55

1750

▼

12,63

1600

▼

12,73

1550

▼

14,87

1400

▼

17,21

1100

▼

14,97

1300

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

HC 300 A2  20°
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HC 330 A1 20°

HC 330 A3 20°

HC 330 A4  20°

HC 330 A5 20°

HC 330 A6  20°

HC 330 A1 A2 A3 A4 A5 A6

Greutatea macaralei fara ulei
Overhang crane without oil in the tank

3560 
Kg

3790 
Kg

3980 
Kg

4180 
Kg

4360 
Kg

4500 
Kg

Momentul de ridicare maxim
Maximum lifting moment

30,00 
tm

30,00 
tm

30,00 
tm

29,00 
tm

28,00 
tm

27,50 
tm

Deschidere hidraulica maxima Oriz. / 
Hor.

6,12 m

9,35 m

8,13 m

11,36 m

10,34 m

13,57 m

12,55 m

15,78 m

14,87 m

18,10 m

17,21 m

20,50 m

Brate stabilizatoare extra 
extensibile hidraulic  
Hydraulic extra extensible 
outrigger booms

5540 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare 42CrMo4
Tie rods for anchorage M30x2 

Debit recomandat de ulei
Recommended oil fl ow 50 l/min 

Capacitate rezervor ulei
Tank capacity 160 litri/liters

Presiune maxima de lucru
Rated pressure  340 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 330

MACARA STANDARD • STD CRANE

▼

4,33

7000

▼

4,22

7200

▼

4,44

6700

▼

4,55

6400

▼

4,63

6100

▼

4,73

5800

▼

2,70

11300

▼

2,70

11200

▼

2,70

11000

▼

2,70

10800

▼

2,70

10500

▼

2,70

9200

▼

6,23

4700

▼

6,12

5000

▼

6,34

4500

▼

6,45

4300

▼

6,53

4100

▼

6,63

3900

▼

8,13

3600

▼

8,24

3400

▼

8,35

3200

▼

8,43

3000

▼

8,53

2800

▼

10,34

2700

▼

10,45

2450

▼

10,53

2300

▼

10,63

2150

▼

12,55

2000

▼

12,63

1850

▼

12,73

1650

▼

14,87

1600

▼

17,21

1200

▼

14,97

1450

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

HC 330 A2 20°
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HC 350 A1 20°

HC 350 A3 20°

HC 350 A4  20°

HC 350 A5 20°

HC 350 A6 20°

HC 350 A1 A2 A3 A4 A5 A6

Greutatea macaralei fara ulei
Overhang crane without oil in the tank

3580 
Kg

3810 
Kg

4000 
Kg

4200 
Kg

4380 
Kg

4500 
Kg

Momentul de ridicare maxim
Maximum lifting moment

31,20 
tm

31,10 
tm

30,60 
tm

30,00 
tm

29,60 
tm

29,00 
tm

Deschidere hidraulica maxima Oriz. / 
Hor.

6,12 m

9,35 m

8,13 m

11,36 m

10,34 m

13,57 m

12,55 m

15,78 m

14,87 m

18,10 m

17,21 m

20,50 m

Brate stabilizatoare extra 
extensibile hidraulic  
Hydraulic extra extensible 
outrigger booms

5540 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare 42CrMo4
Tie rods for anchorage M30x2 

Debit recomandat de ulei
Recommended oil fl ow 50 l/min 

Capacitate rezervor ulei
Tank capacity 160 litri/liters

Presiune maxima de lucru
Rated pressure  340 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 350

MACARA STANDARD • STD CRANE

▼

4,33

7200

▼

4,22

7400

▼

4,44

6900

▼

4,55

6600

▼

4,63

6400

▼

4,73

6050

▼

2,70

11500

▼

2,70

11700

▼

2,70

11300

▼

2,70

11150

▼

2,70

11000

▼

2,70

10000

▼

6,23

5000

▼

6,12

5200

▼

6,34

4800

▼

6,45

4600

▼

6,53

4300

▼

6,63

4150

▼

8,13

3800

▼

8,24

3600

▼

8,35

3500

▼

8,43

3200

▼

8,53

3000

▼

10,34

2900

▼

10,45

2700

▼

10,53

2500

▼

10,63

2300

▼

12,55

2200

▼

12,63

2100

▼

12,73

1870

▼

14,87

1700

▼

17,21

1350

▼

14,97

1560

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

HC 350 A2 20°

▼

19,47

1000

▼

21,73

800

P2
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HC 370 R A1 20°

HC 370 R A3 20°

HC 370 R A4

HC 370 R A5  20°

HC 370 R A6  20°

Brate stabilizatoare extra 
extensibile hidraulic  
Hydraulic extra extensible 
outrigger booms

5540 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare 42CrMo4
Tie rods for anchorage

N° 8 
M30x2 

Debit recomandat de ulei
Recommended oil fl ow 50 l/min 

Capacitate rezervor ulei
Tank capacity 160 litri/liters

Presiune maxima de lucru
Rated pressure  340 bar

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 370 

MACARA STANDARD R • R STD CRANE

HC 370 R A1 A2 A3 A4 A5 A6

Greutatea macaralei fara ulei
Overhang crane without oil in the tank

3720 
Kg

3980 
Kg

4220 
Kg

4450 
Kg

4650 
Kg

4850 
Kg

Momentul de ridicare maxim
Maximum lifting moment

34,30 
tm

33,80 
tm

33,25 
tm

32,40 
tm

32,00 
tm

31,20 
tm

Deschidere hidraulica maxima Oriz. / 
Hor.

6,41 m

9,91 m

8,43 m

11,93 m

10,65 m

14,15 m

12,87 m

16,37 m

15,31 m

18,81 m

17,61 m

21,10 m

▼

4,63

7300

▼

4,51

7600

▼

4,75

7000

▼

4,87

6650

▼

5,07

6300

▼

3,00

10100

▼

3,00

11500

▼

3,00

11000

        ▼

3,00

10700

▼

3,00

10500

▼

6,53

5150

▼

6,41

5400

▼

6,65

4900

▼

6,77

4700

▼

6,97

4400

▼

8,43

3950

▼

8,55

3800

▼

8,67

3500

▼

8,87

3300

▼

10,65

3000

▼

10,77

2800

▼

10,97

2600

▼

12,87

2350

▼

13,07

2100

▼

15,31

1750

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg

HC 370 R A2 20°

▼

5,20

6000

▼

3,00

10300

▼

7,11

4200

▼

9,01

3100

▼

11,11

2400

▼

13,21

1900

▼

17,61

1400

▼

15,45

1600

m

Kg

▼

19,85

1050

▼

19,94

950

▼

22,09

650

P1 P2
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HC 80 

CARACTERISTICI TEHNICE
TECHNICAL DATA

MACARA STANDARD T • T STD CRANE

Brate stabilizatoare extra 
extensibile manual
Manual extra extensible 
outrigger booms

4900 mm

Unghiul de rotatie
Slewing angle 365°

Tiranti de ancorare (Kg 15)
Tie rods for anchorage

n° 8 
M18x1,5 

Debit recomandat de ulei
Recommended oil fl ow 15 l/min 

Capacitate rezervor ulei
Tank capacity 30 litri/liters 

Presiune maxima de lucru
Rated pressure  270 bar

HC 80 T A1 A2 A3 A4

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 730 Kg 780 Kg 830 Kg 880 Kg

Momentul de ridicare maxim
Maximum lifting moment 7,0 tm 6,90 tm 6,80 tm 6,6 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

3,53 m
6,53 m

5,20 m
8,20 m

6,87 m
9,87 m

8,54 m
11,54 m

HC 80 T A1

HC 80 T A2

HC 80 T A3

HC 80 T A4

▼

1,93

3650

▼

2,00

3450

▼

2,07

3300

▼

2,14

3100

▼

3,53

2050

▼

3,80

1950

▼

3,67

1860

▼

3,74

1770

▼

5,20

1350

▼

5,27

1280

▼

5,34

1200

▼

6,87

970

▼

6,94

900

▼

8,54

725

m

Kg

m

Kg

m

Kg

m

Kg
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HC 90 T A2

HC 90 T A3

HC 90 T A4

HC 90 T A2 A3 A4

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1050 Kg 1130 Kg 1190 Kg

Momentul de ridicare maxim
Maximum lifting moment 8,50 tm 8,10 tm 7,90 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

6,22 m
9,72 m

8,38 m
11,88 m

10,55 m
14,05 m

CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 90 

MACARA STANDARD T • T STD CRANE

Brate stabilizatoare extra 
extensibile manual
Manual extra extensible 
outrigger booms

5120 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare (Kg 25)
Tie rods for anchorage

n° 6 
M24x1,5 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 60 litri/liters 

Presiune maxima de lucru
Rated pressure  230 bar

▼

2,42

3500

▼

2,50

3250

▼

2,59

3050

▼

4,32

2010

▼

4,40

1845

▼

4,49

1730

▼

6,22

1410

▼

6,30

1270

▼

6,39

1175

▼

8,38

950

▼

8,47

870

▼

10,55

700

m

Kg

m

Kg

m

Kg
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▼

2,42

4380

▼

2,50

4300

▼

2,59

4250

▼

4,32

2550

▼

4,40

2450

▼

4,49

2390

▼

6,22

1800

▼

6,30

1700

▼

6,39

1650

▼

8,20

1300

▼

8,29

1250

▼

10,37

1050

HC 120 

CARACTERISTICI TEHNICE
TECHNICAL DATA

MACARA STANDARD T • T STD CRANE

Brate stabilizatoare extra 
extensibile manual
Manual extra extensible 
outrigger booms

5120 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare (Kg 25)
Tie rods for anchorage

n° 8 
M24x2 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 60 litri/liters 

Presiune maxima de lucru
Rated pressure  270 bar

HC 120 T A2 A3 A4

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1200 Kg 1280 Kg 1360 Kg

Momentul de ridicare maxim
Maximum lifting moment 11,00 tm 11,00 tm 11,00 tm

Deschidere hidraulica maxima Oriz. / Hor.
Maximum hydraulic reach Vert. / Vert.

6,22 m
9,72 m

8,20 m
11,70 m

10,37 m
13,87 m

HC 120 T A2

HC 120 T A3

HC 120 T A4

m

Kg

m

Kg

m

Kg
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CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 140 

MACARA STANDARD T • T STD CRANE

Brate stabilizatoare extra 
extensibile manual
Manual extra extensible 
outrigger booms

5700 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare (Kg 25)
Tie rods for anchorage

n° 8
M27x2 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 90 litri/liters 

Presiune maxima de lucru
Rated pressure  240 bar

HC 140 T A1

HC 140 T A2

HC 140 T A3

HC 140 T A4

HC 140 T A5

HC 140 T A1 A2 A3 A4 A5

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1500 Kg 1650 Kg 1770 Kg 1870 Kg 1960 Kg

Momentul de ridicare maxim
Maximum lifting moment 13,02 tm 12,53 tm 12,15 tm 11,90 tm 11,74 tm

Deschidere hidraulica maxima Oriz. / 
Hor.

4,13 m
7,83 m

6,12 m
9,82 m

8,10 m
11,80 m

10,09 m

13,79 m
12,26 m
15,96 m

▼

2,42

5180

▼

2,33

5590

▼

2,50

4860

▼

2,59

4580

▼

2,68

4389

▼

4,22

3010

▼

4,13

3370

▼

4,30

2805

▼

4,39

2700

▼

4,48

2620

▼

6,12

2115

▼

6,20

1950

▼

6,29

1850

▼

6,38

1775

▼

8,10

1500

▼

8,19

1390

▼

8,28

1330

▼

10,09

1100

▼

10,18

1060

▼

12,26

890

m

Kg

m

Kg

m

Kg

m

Kg

m

Kg
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CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 160 

MACARA STANDARD T • T STD CRANE

Brate stabilizatoare extra 
extensibile manual
Manual extra extensible 
outrigger booms

5700 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare (Kg 25)
Tie rods for anchorage

n° 8
M27x2

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 60 litri/liters 

Presiune maxima de lucru
Rated pressure  290 bar

HC 160 T A1

HC 160 T A2

HC 160 T A3

HC 160 T A4

HC 160 T A5

HC 160 T A1 A2 A3 A4 A5

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1550 Kg 1700 Kg 1820 Kg 1920 Kg 2010 Kg

Momentul de ridicare maxim
Maximum lifting moment 14,70 tm 14,54 tm 14,37 tm 14,24 tm 14,00 tm

Deschidere hidraulica maxima Oriz. / 
Hor.

4,13 m
7,83 m

6,02 m
9,72 m

8,00 m
11,70 m

10,00 m

13,70 m
12,00 m
15,70 m

▼

2,42

6010

▼

2,33

6300

▼

2,50

5750

▼

2,59

5500

▼

2,68

5250

▼

4,22

3420

▼

4,13

3500

▼

4,30

3340

▼

4,39

3130

▼

4,48

3100

▼

6,02

2380

▼

6,10

2300

▼

6,19

2130

▼

6,28

2150

▼

8,00

1750

▼

8,09

1600

▼

8,18

1550

▼

10,00

1280

▼

10,08

1200

▼

12,00

1000

m
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m

Kg

m

Kg

m

Kg
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CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 190 

MACARA STANDARD T • T STD CRANE

Brate stabilizatoare extra 
extensibile manual
Manual extra extensible 
outrigger booms

5700 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare (Kg 45)
Tie rods for anchorage

n° 8
M27x2 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 60 litri/liters 

Presiune maxima de lucru
Rated pressure  290 bar

HC 190 T A1

HC 190 T A2

HC 190 T A3

HC 190 T A4

HC 190 T A5

HC 190 T A1 A2 A3 A4 A5

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1550 Kg 1700 Kg 1820 Kg 1920 Kg 2010 Kg

Momentul de ridicare maxim
Maximum lifting moment 16,10 tm 15,75 tm 15,50 tm 15,30 tm 15,28 tm

Deschidere hidraulica maxima Oriz. / 
Hor.

4,13 m
7,83 m

6,02 m
9,72 m

8,00 m
11,70 m

10,00 m

13,70 m
12,00 m
15,70 m

▼

2,42

6500

▼

2,33 

6900

▼

2,50

6200

▼

2,59

5910

▼

2,68

5700

▼

4,22

3700

▼

4,13

3840

▼

4,30

3600

▼

4,39

3450

▼

4,48

3400

▼

6,02

2580

▼

6,10

2600

▼

6,19

2400

▼

6,28

2400

▼

8,00

2000

▼

8,09

1830

▼

8,18

1750

▼

10,00

1500

▼

10,08

1400

▼

12,00

1100
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m
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CARACTERISTICI TEHNICE
TECHNICAL DATA

HC 200 

MACARA STANDARD T • T STD CRANE

Brate stabilizatoare extra 
extensibile manual
Manual extra extensible 
outrigger booms

5700 mm

Unghiul de rotatie
Slewing angle 400°

Tiranti de ancorare (Kg 45)
Tie rods for anchorage

n° 8
M27x2 

Debit recomandat de ulei
Recommended oil fl ow 30 l/min 

Capacitate rezervor ulei
Tank capacity 90 litri/liters 

Presiune maxima de lucru
Rated pressure  300 bar

HC 200 T A1

HC 200 T A2

HC 200 T A3

HC 200 T A4

HC 200 T A5

HC 200 T A1 A2 A3 A4 A5

Greutatea macaralei fara ulei
Overhang crane without oil in the tank 1600 Kg 1750 Kg 1870 Kg 1970 Kg 2060 Kg

Momentul de ridicare maxim
Maximum lifting moment 17,00 tm 16,70 tm 16,50 tm 16,35 tm 16,00 tm

Deschidere hidraulica maxima Oriz. / 
Hor.

4,13 m
7,83 m

6,02 m
9,72 m

8,00 m
11,70 m

10,00 m

13,70 m
12,00 m
15,70 m

▼

2,42

6900

▼

2,33

7300

▼

2,50

6600

▼

2,60

6300

▼

2,68

6000

▼

4,22

3800

▼

4,13

4000

▼

4,30

3600

▼

4,40

3650

▼

4,48

3600

▼

6,02

2700

▼

6,10

2500

▼

6,20

2500

▼

6,28

2500

▼

8,00

1900

▼

8,10

1800

▼

8,18

1600

▼

10,00

1600

▼

10,08

1450

▼

12,00

1250
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m
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